Erosion and Sediment Controi Schedule

Ingress—Egreas ;

A stone occess drive compiste with under lying geotextile
fabric (20 feet wide and 50 feset long) for ingress and egress at
the site shall be installed. This drive shall be the only entrance
ond exit to the site,

Siit Fence j :

Al siit fence shali be Instalied prior to any eorthwork activities
at the site In the locations shown on the site plan as weil as
along the front of any lot that slopes towards the street.

Temporary Seeding ‘

Disturbed arecs of the site that ore to remain dle for more than
twenty—one (21) days shall be properly seeded and straw muiched
within seven (7) days of completion of initlal grading.

Temporary seeding and muiching of a thirty (30) foot strip of
the entlre front of the lot shall be maintained on the site once
Initigt grading is complete. :

Stabiiization of critical areca within fifty (50) feet of any stream
or wetlond shall be complete within two (2) days of the
disturbance if the site is to remaln Inactive for longer than
fourteen (14) days. ' :

Mulchin -
Straw——gm_lch sholl be applied at a rate of 1 bole per every ten
{10) feet of curb, ot o width of thirty (30) fest of the entire
length of the lot. Wood chips may aiso be used but must be
spread at a minimum depth of four inches over the thirty-foot
:taindth and must be accomponied by a properly Installed eilt

ce. :

Maintenonce :

Erosion and sediment controls shall be inspected every seven (7)
days or within 24 hours of ¢ 0.57 or greoter rainfall event.
Necessary repairs shaii be made at this time.

Note: :

All erosion and sediment control specifications, applications, ond
timetobles are based on the descriptions and standards of The
Ohio Departrent of Natural Resources “Rainwater ond iond
Development Manual® and can be found in the Loke County Erosion
ggggSed!mant Controi Rules as adopted December 21,

The specified erosion and sediment control standards are the
general guidelines and shall not limit the right of the county to
impose, at any time, additional, more stringent requirements. Nor
sholl the stondards limit the right of the county to

walve, In writing, individual requirements. '

STONE ACCESS DRIVE [September 19, 2003

NO SCALE

5071 X 20'W X 12" TH ODOT #2 STONE
TEMPORARY ACCESS DRIE T0
PREVENT TRACKING SEDIMENT OFF

SITE DURING CONSTRUCTION.

NATURAL SUBGRADE

. \STORM & EROSION DETAILS\STONE ACCESS DRIVE DETAIL

PERMANENT SEEDING SPECIFICATIONS

Temporary Seeding Specifications

Seed Mix Notes:

1b. /ac. b. / umséft
General Use 5

1/2-1
1/4-1/2

Creeping Red Fescue 20—40

Domestic Rysgrass 1020

Kentucky Blu: 1020
T"F"‘L“Mdn eacue ' A0~

1/4-1/2

Dwarf Fescue 40

Seeding Dates

Morch 1 to August 15

Oats
‘Tall Fescue

Perennial
‘Tall Fescue
: Annual Rysgrass

-A-‘u

ib. / 1000«‘& . | Per Acre

40 b, i PERMIT #

j APPROVED
{

o /Rel/ 300 Xl

i

£ _
yM:;ﬁle

Zoning inspector

40 b. |

Steep Banks 'or Cut Slopes

Tail_Fescue 40

' 1
Crown Vetch 0 1/4

_ Do not seed later than August.
 Tall Fescue 20 1/2

Fiat Pea T 20 1/2 Do not seed later thon August.

Tall Fescue 20 /2

 Tall Fescue

August 16 to November 1

Rys
Tall Fascue
: Annudl Ryegross

Wheat
Tali Fescue
Annuc! Ryegrass

Toil Fescue
Annudl Ryegross

Perennial Rysgross

ol el ol B Y B I

s wdh weh

Dwarf Fescue
Kentucky Bluegrass

gy
3

Kentucky Bluegrass 60
Perennial Rysgrass 60

Kentucky Bluegrass 60 For Shaded areos.

Creeping Red Feacue . - 80

ot bt od -
BRRN

Note: other approved seed specles' may be substituted.

Muiching

Straw muich shall be unrotted smali~grain straw applied at the rate of 2 tons/ac. or 80 1b./1,000 sq.
ft. {two to three bales). The muich shall be spread uniformly by hand or mechanically so the soil
surfoce is covered. For uniform distribution of hand~spread muich, divide ared into opproximately
1,000 sq. ft. sections and spréad two 45-ib. bales of straw In: each section. ’

i ——
e
e

November 1 ta Spring Seeding

b
‘Use muich only, sodding practices or dormant seeding

Note: other approved ssed specles may be substituted.

Ex. Stm inlet
Rim 82587
24" inv. 82037 6\

a——
—

GEOTEXTILE FABRIC (FACING FLOW DIRECTION,
" WRAPPED AROUND BOTTOM OF TRENCH)
1%’! 1%-x 48. :

HARDWOOD POSTS

0 6 MAX. C/C. T

USE EXCAVATED SOIL TO
BACKFILL TRENCH

8" X 8" TRENCH

TYPICAL CROSS' SECTION

SILT FENCE DETAIL

DECEMBER 19, 1987

NO_SCALE
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l SILT FENCE DROP NLET PROTECTION

| E=E
NO SCALE —

DROP INLEY
WTH GRATE

- VLERLEDE LR

SEE DETAIL A

ELEVATION OF STAKE AND
FABRIC ORENTATION =

THIS METHOD OF INLET PROTECTION iS APPLICABLE WHERE THE
INLET DRAINS A RELATIVELY FLAT AREA (SLOPE NO GREATER
THAN 5%) WHERE THE INLET SHEET OR OVERLAND FLOWS (NOT
EXCEEDING 1 CF.S.) ARE TYPICAL THE METHOD SHALL NOT
APPLY TO INLETS RECEIVING CONCENTRATED FLOWS, SUCH AS

N STREET OR HIGHWAY MEDIANS,

\STORM & EROSION DETAILS\SILT FENCE DROP INLET PROTECTION DETAIL

OHIO U

OHIO UTILITIES PROTECTION SERVICE
' 'NON-MEMBERS MUST BE CALLED DIRECT .~

et Remove sediment that his 3
ysing vptional ol cbaorbenis: reimove drid rapiscs::

XISTIN UTILITIES NOTE-
THE SIZE AND LOCATION, BOTH HORIZONTAL AND VERTICAL
OF THE UNDERGROUND UTILITIES SHOWN HEREON, HAVE BEEN
OBTAINED BY A SFARCH OF AVAILABLE RECORDS. VERIFICATION
BY FIELD OBSERVATION HAS BEEN CONDUCTED WHERE PRACTICAL.
HOWEVER, POLARIS ENGINEERING ‘& SURVEYING, INC. DOES NOT
GUARANTEE THE COMPLETENESS NOR ACCURACY THEREOF.

|, THE UNDERSIGNED, HEREBY CERTIFY THAT THIS
TOPOGRAPHY, INDICATED BY 6°, 1, OR 2°' CONTOURS,
AND ELEVATIONS SHOWN HEREON, REPRESENT AN
ACTUAL FIELD SURVEY MADE BY ME ON THE _2J3rd.
DAY OF _ 2011, AND THAT THE ELEVATIONS
WERE TAKEN AT APPROFPRIATE INTERVALS AND THAT AS
OF THAT DA HE'Y EXISTED AS INDICATED HEREON.

Stte & Grads Hse. 5-31-12

POLARIS ENGINEERING & SURVEYING, INC.
34800 CHARDON ROAD - SUITED
WILLOUGHBY HILLS, OHIO 44094 - '
(440) 9444433 (440) 944-3722 (Fox)

. www.polaris—es.com Cd :

DESIGN CERTIFICATION

THIS PLAN WAS PREPARED BY ME, AND IS CORRECT TO THE “fBrEsT

OF MY KNOWLEDGE AND BELIEF.

5/31/12

NAME

DATE

hitect Plans for Complete
imensions

"'"""—m.,._._-__.:‘ .

BENCHMARK:

BM. = T.BM Set On _Top Of Hydrant _
Located ___As Noted
Elevation _629.05

o "AS—BUILT” CERTIFICATION |
| HEREBY CERTIFY THAT THE CIRCLED INFORMATION IS EXISTING AS

OBTAINED ON THE SITE AND IS CORRECT TO THE BEST OF
MY KNOWLEDGE AND BELIEF. | bR

“Orange, OF

PHONE: (440) 527-4.
| FAX:(216) 464—6383
_CONTACT: Ron Klein

CONTRACT No.
17014
DATE:___5/31/12

SCALE: HOR. =20

FILENAME; __siblots

o
THE BROOKS
CONDOMINIUMS

-Puainesville Twp. — Lake County — Ohio

Btormwater Managemert Plan
Approved as shown and/or noted
JAMES R. GILLS, BE.
County Drainage Enginee
By A S Date 7}26/2012.




